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DRIVEWAY WIDTH

6" MIN. 5’ . SEE TABLE | 5’

6" MIN.
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/;:) A |//5:) 4 2 CONTRACTION JOINT ON DRIVEWAY CENTERLINE.
3 BACK OF DRIVEWAY ENTRANCE OR FUTURE SIDEWALK.
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Sle ol % 2 4 MASTIC EXPANSION JOINT THROUGH CURB AND GUTTER.
| G]w RA\S EXPANSION JOINT FILLER SHALL BE 1/2” BITUMINOUS
=& z TYPE PREFORMED EXPANSION JOINT FILLER A.S.T.M.
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> / //’ 5 BACK OF CURB — CONSTRUCTION JOINT OR SCORE MARK
6 CLASS 'B' CONCRETE, MAG SECTION 725.
A | 7 SUBGRADE PREPARATION, MAG SECTION 301.
8 FLOW LINE OF GUTTER
6 MN 5  DRVEWAY WIDTH 5 & MmN _, 9 DEPRESSED CURB.
SEE TABLE
10 1/4” GROOVES AT 1” ON CENTER FULL WIDTH OF 6 WARP
L 1 ¥ 4 - SECTION, EACH SIDE OF DRIVEWAY. SEE DETAIL A, COS
r I . DETAIL 2232.
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COMMERCIAL & INDUSTRIAL
DRIVEWAY WIDTH MIN. | MAX. | CLASS DEPTH
ALTERNATE S/W COMMERCIAL ZONING + 168 | 40 B 8"
5 MIN. LOCATION , , »
INDUSTRIAL ZONING + 16’ | 40 B 8
4 24’ MIN. FOR TWO WAY TRAFFIC
RESIDENTIAL
DRIVEWAY WIDTH MIN. | MAX. | CLASS DEPTH
MAJOR STREET 16’ 30’ B 8"
COLLECTOR STREET *12' | 30 B 8"
LOCAL STREET 12° 30’ B 8"
M * 16' DESIRABLE
MY \ )
2050 Gy of Scottedale. DRIVEWAY ENTRANCES 2050

Standard Details

NOTES

1.

DEPRESSED CURB SHALL BE PAID FOR AT THE UNIT PRICE
BID FOR THE TYPE OF CURB USED AT THAT LOCATION.




